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Head

PACKING MATERIALS &
HDPE/FRP/PVC & OTHER ITEMS. 

Short Description: HCL-CARBOUYS 35 LTRS

Specification

OXFORD BLUE COLOURED HM-HDPE 
CARBOUYS OF 35 LITRES CAPACITY 
MATERIAL TO BE FILLED :- 
35 KGS. OF HYDROCHLORIC ACID 
(30% TO 33%) 
TYPE OF CARBOYS REQUIRED : 
MAUSER TYPE HM-HDPE CARBOUYS. 
NO.OF OPENING :- 1 NO.OPENING 
WITH BLIND CORK. 
NO.OF HANDLES :- ONE AT CENTRE 
INSIDE REQUIREMENT:- THROUGHLY 
CLEANED FROM INSIDE & SHOULD 
HAVE SMOOTH SURFACE. 
ZERO LEAK SEALING ARRANGEMENT: 
TO BE PROVIDED. 
CAP COLOUR REQD.: RED 
CAP SEALING :- ALL THE CAPS 
ARE REQUIRED WITH SEALING 
ARRANGEMENT. SEAL SHOULD BE 
DETACHABLE TYPE & IS REQUIRED 
TO BE FIXED ONLY ON FINAL 
TIGHTENING OF CAP ON CARBOUYS 
SEAL SHOULD BEAR GACL NAME. 
MARKING ON CARBOUYS: SCREEN 
PRINTING AS PER THE MATTER  
SPECIFIED AS UNDER 
MONTH & YEAR OF MANUFACTURING 
LOGO & NAME OF MANUFACTURER . 
LOGO & NAME OF GACL.  
SPACE FOR UN NUMBER ON CAPS: 
LOGO OF GACL 
MONTH & YEAR OF MANUFACTURING. 
PACKING GROUP : II 
LABLE OF CLASS : 5.1 
SUBSIDIARY RISK LABLE OF 
CLASS : 8 
U.N.NUMBER : PAGE : 5151 
ADMT : 27-94 
I.S.STANDARDS : IS 6312 
WEIGHT OF DRUM :1.8 KG +/- 2% 
NOMINAL CAPACITY : 30 LITRES. 
(DIMENSION 485X290X328 MM) 
BRIMFUL/FULL CAPACITY : 35 LTR 
STANDARD TEST REQUIRED AS PER 
ISI & UN NO. :- 
- APPEARANCE 
- DROP TEST 
- HYDRAULIC TEST 
- LEAKAGE TEST 
- STACK LOAD TEST

Approx. Annual Requirement: 20000 Nos

Approx. Monthly Consumption: As Per Export Schedule
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